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For Sales and Support contact your local TRBOnet dealer 
or visit www.trbonet.com for a complete list of dealers in your area.  

TRBOnet enables the reduction of response time and 
improved operational efficiency while increasing 
safety of personnel working in high-risk facilities 

Increased Safety 
with TRBOnetTM

LONE WORKER
The feature allows the dispatcher to set a time 
interval in which the communication with a 
subscriber is expected. If a lone worker has not 
called the dispatcher for a pre-de�ned period of 
time, an Alarm is activated. 

MAN DOWN/ NO MOVEMENT*
The radio device constantly controls the position 
and movement and will produce a pre-warning 
tone to notify the user about unusual motion 
detected. Should the user not correct the radio 
position and dismiss the warning tone, an 
emergency alarm will be triggered and noti�ca-
tion will be sent to a dispatch center.

CRASH DETECT *
The “Crash Detect” feature utilizes the same 
scheme of alarms for the vehicles like motorcycles 
where the user can become injured and fall 
unconscious. Should the radio sensor detect a 
sudden increase in speed and unusual momen-
tum, an immediate noti�cation will be sent to a 
dispatcher.

VOICE RECORDING
All voice communications are recorded within 
the system with no retention limitations and 
could be stored or exported as a single voice �le 
for further investigation.

REMOTE MONITOR / OPEN 
MICROPHONE
“Remote Mic” capability can activate the 
microphone on the radio of the team member in 
trouble, which allows dispatchers to receive 
sound from the radio’s location.  

EMERGENCY CALL
The feature sends emergency alarm noti�cation 
to a dispatch center along with GPS or Indoor 
coordinates of the radio unit. This makes an 
emergency response fast and e�ective. 

GPS / INDOOR
TRBOnet can receive and track 
coordinates inside and outside buildings using 
satellite and Indoor technology.

* Generic Option Board is required
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Dispatch Software for MOTOTRBOTM

DISPATCH POSITION
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SYSTEM REQUIREMENTS

Platform 
32-bit or 64-bit Intel Core i5 or higher

Memory
 minimum 2 GB

Hard Disk Space
Minimum 50 MB of disk space for a full installation
Additional hard disk space is required for 
audio recordings

Operating System
Windows 7 Home Premium

Database
MS SQL Server 2005/2008 Express Edition 
or higher

Additional Devices
Sound card, microphone, headphones


